
30' Explosion Proof W-Splitter Cable - 20A Continual Service - (3) Female Outputs - 12/3 SOOW
EPEXC-CO-FC-25-12.3-W-5-3XF

                    

                      

                    

EPEXC-CO-FC-25-12.3-W-5-3XF Explosion Proof Extension Cord Ratings

Listing: United States, Canada Class I, Division 1&2 Groups C, D
Cable Type: Explosion Proof W-Splitter Female Input w/ (3) Female Outputs Class II, Division 1&2 Group F
Dimensions: 30'-L (25' Input to Junction Box; 5' Junction box to Connectors) Class III

Weight: -  
Voltage: 125V or 250V  
Amp Rating: 20-amp Continuous Service  
Configuration: 3 Pole, 2 Wire Special Orders- Requirements
Connector Type: EPCO-20A Contact us for special requirements

Materials: Copper Free Aluminum Phone: 1-214-616-6180

Finish: Epoxy Powder Coat Toll Free: 1-800-369-6671

Mating Plugs: **** EPP-15A , EPP-20A**** Fax: 1-903-498-3364

Wiring: 30` 12/3 SOOW Cord - 25' 12/3 SOOW Cord from Input to Junction Box; (3) 5'
12/3 SOOW Cord from Junction Box to Connectors E-mail: sales@larsonelectronics.com

1

Larson Electronics LLC
9419 E US HWY 175, Kemp, TX 75143
Phone: 800.369.6671

www.LarsonEectronics.com
Email: sales@LarsonElectronics.com

Fax: 903.498.3364

mailto:sales@larsonelectronics.com


Options:
EPEXC-CO-FC-25-12.3-W-5-3XF-Voltage

Example: EPEXC-CO-FC-25-12.3-W-5-3XF-125V

Voltage
125V -125V
250V -250V
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